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Energy spectra of fast electrons, generated when high-intensity laser pulses irradiated hollow
conical targets, have been measured experimentally. It is shown here that the slope temperature of
the fast electrons is strongly dependent on the opening angle of the cone, and has a maximum value
at 25°. The data confirms optical guiding of the laser pulse, by comparison of the measured electron
temperature with ray-tracing calculations that include absorption in plasmas. The enhanced energy
flow and intensity induced by optical guiding of the laser pulse inside the cone as a function of the
opening angle as well as the f-number of the focusing optics is discussed. © 2007 American
Institute of Physics. DOI: 10.1063/1.2730490
The rapid development of high-intense laser systems,
both in terms of the available energy and the power that can
be focused onto a target, provides many new opportunities
for studies in high energy density science. These include the
fast ignition approach FI to inertial confinement fusion,1
medical science,2 laboratory astrophysics,3 equation of state,4
etc.
The FI scheme allows the compression of the deuterium-
tritium fuel to be separated from the heating phase. The heat-
ing is then caused by the stopping of large numbers of fast
electrons or ions that are generated during an ultra-intense
laser-plasma interaction. The crucial issue of this concept is
the transfer of energy from the laser pulse to the compressed
plasma. At peak compression there is still some distance be-
tween the fusion fuel and the critical density surface. A hole-
boring scheme has been proposed as a method of pushing the
critical density surface closer to the compressed fuel and to
provide a propagation channel through the long scale length
coronal plasma for the ultra-intense laser pulse.5 Alterna-
tively, the reentrant-cone concept, where a hollow gold cone
is inserted into a spherical shell, has been proposed as a
method of avoiding plasma instability growth in the coronal
plasma.6 A significant increase in the yield of thermal fusion
neutrons was observed with this configuration.7 In addition,
indirectly driven implosion using reentrant-cone shell target
have also investigated.8 A recent study with three-
dimensional particle-in-cell simulations has shown that the
laser pulse at the cone tip can be up to 20 times more intense
compared to that at the inlet plane; in addition, the surface
electron flow is also confined in a plasma skin layer by self-
generated quasistatic magnetic fields that are coupled with
the electrostatic sheath field.9 The energetic electron and pro-
ton production from hollow-cone targets was also investi-
gated experimentally; a higher number of fast electrons, as
well as an increased accelerated proton cutoff energy, was
obtained with an opening angle of 30°, compared to 60°.10
However, no systematic studies have yet been made to opti-
mize the cone shape; e.g., the opening angle of the cone.
In this letter, the opening angle dependence of hollow
cone-foil targets for relativistic electron production is de-
scribed and the optimum cone geometry to achieve high en-
ergy concentration at the cone tip is presented. The experi-
mental results show that the temperature of the accelerated
electrons derived from the slope of the electron distribution
measured at the chamber wall which is related to the inten-
sity of the laser light at the cone tip is strongly dependent on
the opening angle of the cone. Ray-tracing calculations have
been performed to estimate the enhancement of the light in-
tensity and the energy concentration at the tip of the cone
that confirms optical guiding. The calculations also suggest
that the optimum opening angle is related to the f-number of
the laser focusing optics. Good agreement is found between
this model and the experimental results.
The experiment was performed using a 20 TW Nd-glass
laser system that delivered 700 fs pulses with a wavelength
of 1053 nm, and a maximum energy of approximately 10 J
on target.11 The front end of this system consisted of an
optical parametric chirped pulse amplification preamplifier
and created a pulse with an intensity contrast ratio of 10−8.12
The s-polarized pulse was focused using an f /3.8 off-axis
parabola at an incidence angle of 4° onto the target to avoid
any back-reflection of the incident laser light into the laser
chain. The focal spot size was 25±5 m full width at half
maximum FWHM. The intensity on target was typically
21018 W cm−2.
The targets consisted of a hollow-glass cone attached to
a plane solid Al slab see Figs. 1a and 1b. The Al slab
had a thickness of 10 m and size of 500 m500 m. It
was attached to the cone via a glue joint with 4° to the cone
axis normal. The laser axis was same as the cone axis. The
hollow diameter at the cone tip was 15 m. The opening full
angles of the cones were varied from 8° to 60°. An electron
spectrometer was deployed directly along the laser axis to
detect the fast electron energy spectra generated by the laser-
PHYSICS OF PLASMAS 14, 050701 2007
1070-664X/2007/145/050701/4/$23.00 © 2007 American Institute of Physics14, 050701-1
Downloaded 21 Jun 2011 to 133.1.91.151. Redistribution subject to AIP license or copyright; see http://pop.aip.org/about/rights_and_permissions
plasma interaction. The electron spectrometer consisted of a
pair of permanent magnets producing a uniform magnetic
field of 4.5 kG. A Fujifilm imaging plate IP—type BAS-
SR2025—was used to detect the fast electrons. The IP is a
time-integrated detector making use of the photostimulated
luminescence PSL effect. The electrons first passed through
the collimating hole which was 5 mm in diameter when
entering the spectrometer and then traversed the magnetic
field region. The electron trajectories were bent by this mag-
netic field and were recorded on the IP whose location was
determined by the electron Larmor radius. The calibration of
the IP used to obtain the absolute electron numbers from the
PSL values which was the signal intensity displayed by the
readout system is described in Ref. 13. The entrance to the
collimator and the magnetic field region were located 85 and
124.8 cm from the target at the chamber center, respectively.
The obtained energy spectra are fitted with a Boltzmann-like
distribution to obtain the slope temperatures. Typical electron
energy spectra obtained with the different kinds of target
structures are shown in Figs. 1c and 1d: c is a plane Al
foil without cone open geometry and d is a plane Al foil
with a hollow cone attached that had an opening angle of
15°. Since there were shot-to-shot fluctuations in the laser
energy delivered to target, the laser intensity in the open
geometry ranged from 1.51018 to 31018 W cm−2. To
take this intensity fluctuation into account, the obtained elec-
tron temperature was corrected using the intensity scaling of
the temperature T I0.5 determined by Pukhov,14 i.e.,
Tcorrection = Traw 2 1018 W cm−2/I ,
where Traw is the raw temperature and I is the laser intensity
in the open geometry. The corrected temperature in Fig. 1 is
c Tcorrection=1.0 MeV open geometry and d Tcorrection
=2.1 MeV cone that correspond to a raw temperature of c
Traw=1.2 eV and d Traw=1.9 MeV, respectively the inten-
sities on the open geometry were c 31018 W cm−2, d
1.61018 W cm−2. Figure 2 shows the Tcorrection versus the
opening angle of the cone. The big circles are the experimen-
tal data points. The horizontal dotted line indicates the tem-
perature obtained with the open geometry. The results show,
the temperatures strongly depend on the opening angle of the
cone and have a maximum value at 25°. The error bars are
defined by taken account of the scattering of the data from
the Boltzmann fitting curve of the electron energy spectra.
The small circles and lines are calculation, which is de-
scribed in the next section.
There is some uncertainty on how the electron tempera-
FIG. 1. Color online a Schematic
layout of the experimental setup. The
energy spectra of the fast electrons
produced by laser-solid interactions
were measured using the electron
spectrometer. b The picture of the
target. The white scale bar indicates
500 m. c and d Typical spectra of
electron energy obtained from c
plane Al foil without cone open ge-
ometry d plane Al foil with a hollow
cone attached that had an opening
angle of 15°.
FIG. 2. Electron slope temperatures vs opening angle of the cone. The big
circles are the experimental data points Tcorrection. The small circles are given
by the ray-trace calculations and lines are the smoothed fit to these points.
The calculated light intensities at the cone tip are converted to the tempera-
tures assuming T I0.5. The intensities are expressed in two ways: either as
the mean open circles, or as the median closed circles of the local inten-
sities at the tip.
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ture measured with an electron spectrometer set far from the
target relates to the electron distribution generated in the
laser-plasma interaction itself. The spectra are likely to be
influenced by electrostatic fields that build up on the target
surfaces and prevent further escape of electrons. The electro-
static fields are known to accelerate ions via the sheath field
mechanism, particularly protons. These electrostatic fields
could potentially skew the electron distribution measured at
the chamber wall so that the temperature measured there
might not reflect the electron distribution inside the target
during the interaction. However, the energy transfer to the
proton beams and therefore the electrostatic fields remains
relatively small at these intensities.15 In addition, it was
shown by Malka and Miquel16 that the electron temperatures
derived from fitting Boltzmann-like distributions to the elec-
tron spectra measured there can be related to the fast electron
temperature of the laser-plasma interaction.
The results presented here clearly show that the tempera-
ture of the fast electrons is strongly dependent on the open-
ing angle of the cone. They suggest that the laser light is
optically guided by a plasma mirror17–19 generated on the
inner walls of the cone and that the intensity at the cone tip
is enhanced. When a sufficiently intense laser is incident
inside the cone, ionization takes place on the leading edge of
the pulse and the rest of the laser pulse then interacts with the
plasma formed there. The very rapid increase in the reflec-
tivity at the cone wall as the plasma mirror is formed there
then acts to reflect most remaining energy to the tip of the
cone.
9,10 The intensity at the cone tip was calculated using a
ray-tracing model, in which the incident rays were specularly
reflected at the cone wall by the plasma mirror and had
straight trajectories between reflections. The reflectivity was
calculated by dividing the laser fraction into s- and
p-polarization interactions. Take into account the laser inten-
sity on the cone wall is estimated as from 1016 to
51017 W/cm2 in the experiment, the reflectivity for the
s-polarized component i.e., the E-field of the laser pulse is
perpendicular to the plane containing the density gradient
and the Poynting vector was assumed to be 70% at all
angles of incidence based on the similar intensity
experiment.17 For the p-polarized component, relatively
lower reflectivity is predicted,18 the incident angle-dependent
reflectivity was taken from the calculations by Gibbon and
Bell.20 The distribution of the incident beam was defined to
have an Airy pattern and focused by an f /3.8 optics at the tip
with the FWHM of the first central maximum of 30 m.
Since the focal spot was measured to have a non-negligible
energy spread out over many times the ideal spot size in this
experiment, the Airy pattern was superimposed onto a back-
ground level such that only 30% of the incident laser energy
was contained within the FWHM of the first central maxi-
mum. No energy outside the five times of FWHM
=150 m was assumed. The temporal evolution of the
plasma was not included in this calculation. To take account
of the differences in the optical path length of the different
rays, the phase of each ray was also included in this model.
The local field amplitude E at the cone tip was given by the
superposition of each ray’s complex field amplitude includ-
ing phase; then obtain the local intensity by EE*, where E* is
the complex conjugate amplitude of E. The intensity in the
cone tip consists of a speckle pattern with locally sharp “hot
spots” superimposed on this pattern. Consequently, the over-
all intensity at the tip in Fig. 2 is expressed in two ways:
either as the mean intensity itself, or as the median of the
intensity. The mean intensity plot includes contributions
from the entire pattern at the cone tip, but this can be skewed
upwards by the hot spots in the intensity pattern there. On
the other hand, the median always gives the typical intensity
closer to the speckle level, but neglects those intensities in
the hot spots that might contribute to the electron accelera-
tion process. The open and closed small circles in Fig. 2 are
the mean and median values for individual calculations of
the opening angle. Assuming T I0.5, the calculated intensi-
ties were converted to the temperatures. The fluctuations are
the result of phase effects. The dotted and solid lines are the
smoothed fit to these points. The experimental results are
bounded by these two calculations and can be explained as
follows see Fig. 3. After each reflection inside the cone, 
changes to +; where the  is the cone angle and  is the
angle between the ray and the cone wall at a reflecting point.
After some reflections when the injection angle exceeds the
critical value of =90°, the light will be diverted back to-
ward the cone entrance Fig. 3b, causing energy loss. On
the other hand, when the cone angle is smaller than the laser
focusing angle which is defined by numerical aperture of the
focusing optics, some portion of the light cannot enter the
cone and this also causes energy loss. These two limits sug-
gest that an optimum angle of the cone for efficient optical
guiding exists. The calculations confirm that it was between
10°–25°.
It should be also noted that the opening angle depen-
dence of laser light guiding will change with the experimen-
tal conditions, particularly the f-number of the focusing op-
tics. Figure 4a shows the mean intensity at the cone tip
normalized to the intensity in the open geometry. The solid
line is a calculation for the f /3.8, while the broken line is for
the f /8. The result shows that the optimum angle for the
effective intensity at the tip is clearly dependent on the
f-number of the focusing optics: 5°–10° for f /8, 10°–25° for
f /3.8. The fraction of the total input energy arrived to the
cone tip was also calculated see Fig. 4b. The calculation
of the fraction is averaged value at the tip, which takes into
account of the absorption at the side wall but no phase effect
at the tip. The result shows the maximum fraction at 10° for
the f /8 and 25° for the f /3.8. The optimum angles for the
energy fraction at the tip could be different from the angles
for the intensity maximum as shown in Figs. 4a and 4b.
This difference in the optimization of the cone angle should
FIG. 3. Color online Light guiding inside the cone target with different
opening angles: a small angle and b large angle.
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be useful for applications such as FI target design, which
would require higher energy fraction and lower intensity at
the tip of the cone.
In summary, the energy spectra of fast electrons pro-
duced by the hollow cone attached targets have been experi-
mentally investigated. The results show that the fast electron
temperature is strongly dependent on the opening angle. This
cone geometry dependence can be explained by the intensity
enhancement at the tip which has been confirmed by a ray-
tracing model. The experiments are consistent with these
simple calculations, indicating that the effective intensity and
energy fractions of the laser light at the cone tip are opti-
mized by the opening angle. In addition, the cone angle de-
pendence of the light guiding also changes with the
f-number of the focusing optics. Future work will need to
concentrate on the effect of the pulse duration, particularly as
FI requires a pulse duration an order of magnitude larger
than those reported here.
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